
The DuraPAC product is a robust portable computer built using all aluminum sheet metal to 
provide tough, go-anywhere unit suitable for tough environments and mobile applications. 
With the 17.3�, HD LCD display and 4-expansion slots design, the DuraPAC can easily ful�ll 
the requirements for digital media related applications in the broadcasting market. The 
DuraPAC can also be con�gured with many special add-on cards tailored to your speci�c 
unique applications.

Every unit comes equipped with cooling fans and easy access to its expansion slots for 
immediate system upgrade or maintenance. With its elegant design and rugged construc-
tion, the DuraPAC is the most durable and versatile portable platform for your applications.
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Acme Portable Machines, Inc.

Product Name DuraPAC X200 (Xeon Server) DuraPAC S200 (Core i7) DuraPAC S200P (Core i7 - 4 PCI 
slots)

Display

CPU
Intel® Xeon® E3-1275V3 Haswell 

3.5GHz Quad-Core Server 
Processor

Intel® Core™ i7-4770K Haswell 
3.5GHz (3.9GHz Turbo) Quad-Core 

Desktop Processor

Intel® Core™ i7-3770K Ivy Bridge 
3.5GHz (3.9GHz Turbo) Quad-

Core Desktop Processor

Memory
32GB 1600MHz DDR3 ECC 

Unbuffered Memory
32GB 1600MHz DDR3 Non-ECC 

Unbuffered Memory

VGA

Option 1: Onboard Aspeed HD 
Graphics

Option 2: Up to Nvidia Quadro 
K5000

Option 1: Onboard Intel HD 4600 
Graphics

Option 2: Up to Nvidia Quadro 
K5000

Onboard Intel HD 4000 Graphics

Slots Up to 4 x PCI-e Expansion Slots

Hard Drive 
Magazines

Brightness

Contrast Ratio

SATA 6x SATA3 (6Gbps) ports
6x SATA 3.0 ports (6Gbps) including 

1x mSATA
1x SATA3 (6Gbps) ports + 5x 

SATA2 (3Gbps) ports

USB

4x USB 3.0 ports (2 rear, 1 Type-A, 
1 via header),

6x USB 2.0 ports (2 rear, 4 via 
header)

4x USB 3.0 ports (2 rear, 2 via 
header)

8x USB 2.0 ports (4 rear, 4 via 
headers)

10x USB 2.0 ports (6 rear, 4 
internal headers)

LAN
2x Gigabit Ethernet LAN ports,

1x RJ45 Dedicated IPMI LAN port

Power

Optical Drive 
Options

O/S
Microsoft Windows 7 Pro, 
Ultimate, Server 2008, or Red Hat 
Enterprise Linux

Dimensions/ 
Weight

2x Gigabit Ethernet LAN ports

600W 100-240V 47-63 Hz 80PLUS Power Supply

14.05” x 16.46” x 6.96” (H x W x D) / 18.7 Lbs

Slim slot-loading DVD burner/ Slim Blu-ray player

Microsoft Windows 7 Pro, Ultimate, Server 2008

Option 1: 3 x 3.5” HDD for up to 12TB

300 cd/m2

400:01:00

DuraPAC Technical Specifications

17.3", 16:9 Display, 1920x1080


